





22 Rear. Suspension Build - Bag E - Step 3

Doghone —

spacer

Dogbone

N

RC10 rear

outer ~
"".':: / \_ 6299 I
Pt E-clip

Build left and right sides! (small) Build left and right sides!

22 Turnbuckles Build - Bag F - Step 1

Use a pair of pliers or
wire cutters to carefully
hold the turnbuckle while
threading on ball cups.

6279 43
Ball cups
(white)

RC10 tie
rod sef
(1.257)

Rear Camber Turnbuckle
0.56” (14.20mm)

Build left and right sides! |<]:' :DI

22 Turnbuckles Build - Bag F - Step 2
N\ 6279 7£3

Use a pair of pliers or
wire cutters to carefully
hold the turnbuckle while
threading on ball cups.
Ball cups

RC10 tie (white)
rod sef

(17)

Steering Rack Turnbuckle
0.49” (12.44mm)

S




22 Turnbuckles Build - Bag F - Step 3

Use a pair of pliers or
wire cutters to carefully
hold the turnbuckle while
threading on ball cups.
(8 pe—

RC10 tie
rod sef
(1.257)

6279 43
Ball cups
(white)

Front Camber Turnbuckle
0.53” (13.5mm)

k==

Build left and right sides!

e

&

22 Turnbuckles Build - Bag F - Step 4

Use a pair of pliers or
wire cutters to carefully
hold the turnbuckle while
threading on ball cups.

RC10 tie
rod sef
(1.65”)

: 6279 343

Ball cups
(white)

Steering Turnbuckle
1.09” (27.70mm)

CS——r

Build left and right sides!

22 Shocks Build - Bag G - Step 1

Remove \

Spurs -
P 6299 Shock

E-clip ™\ pistons
(small) '

Piston Q‘\\ (1,2, 3)

Shock shaft,
front (0.56)

Piston number here
Use #2 = front shocks
Use #2 = rear shocks Shock shaft,
rear (1.32)

TIP: Use marker
to mark the piston
numbers for easy
identification!

Build two front and two rear!




22 Shocks Build - Bag G - Step 2

pXx2] Rear
Off-road shock Shock
59070 © rebuild kit A
Red o-ring Shock body,

Shock body, = bl
front (0.56) rear (1.32) ancheuzz E‘jiwi

hard until clamp
snaps into place

Remove
spurs

FQ f : Shock

assembly
1
o

fool
22 Shocks Build - Bag G - Step 3
Front Rear
Shock Shock

Shock cap
o-ring

Shock pivof
ball

Shock rod
end
Build two front and two rear!

A

Shock \\ é

downsfops S

:s Shocks Build - Bag G -

* Shock Bleeding Steps:
RC10
shock cap

Pull shock shaft down.

. Fillshock body 3/4 full with silicone fluid.

. Slowly move the shock shaft up and

down to remove air from under piston.

Wait for bubbles to come to surface.

. Fillshock body to top with silicone fluid.

Place several drops of oil in the cap and

on cap threads.

Install cap and tighten completely.

. Slowly compress shaft all the way to

the top. Ifthere is pressure at the top
of the stroke, there is too much oil.
You must bleed it out.

9. Slowly pull shaft down.

10. Unscrew the cap 3/4 turn and tilt the
shock at a slight angle.

11. Slowly compress the shaft to push out
excess oil and ain You should see
bubbles coming out from under the cap.

12. With the shaft compressed, tighten the

cap and re-check for pressure at the top

s,ep 1-3 s,ep 3-4 s,ep 5.6 s,ep 7 of the stroke. Ifthereis still pressure,

repeat steps 9 thru11.

DN OON WU




22 Shocks Build - Bag G - Step 5

RC10 shock Front shock
collar spring, silver
(3.85Ib) ‘

RC10
230 x3/8 Rear shock spring cup

spring, silver
SHes (2.10Ib)
Build two front and two rear!

22 Shocks Build - Bag G - Step 6
RC10 shock

#4 aluminum bushing

washer N / 4-40 x 1/8
< o 4 . sef screw
4-40

locknut

Make sure the set

screw engages the
Lower groove on the shock pin!
shock pin

Build left and right sides! Build left and right sides!

22 Shocks Build - Bag G - Step 7

RC10 shock
bushing

#4 aluminum
washer

<«!|
[y |
oo eol’

4-40 x 3/4
SHCS Build left and right sides!




22 Chassis Build - Bag H - Step' 1

RC10 nose
brace tubes

4-40 x 3/8
BHCS

Build left and right sides!

T~

6338
Anfenna tube

—

4-40 x 3/8
FHCS

22 Electronics Build - Bag/ I - Step 1

px2)
4-40 x 1/2
SHCS w/hole

#4 aluminum ]
washer

RC10 baitery
cup and strap

px2]

4-40 x 1/8
sef screw ¢

1/8 set
collar

Wires may need to be
bent slightly to clear
some servos, depending
on configuration!

22 Electronics Build - Bag/ I - Step 2

px2]
RC10
servo mounis

Align Z-bend wires so
that the set screw
tightens down on
both wires at once!

#4 aluminum
washer

Servo noft
included!

px4|

4-40 x 3/8 geryo
o\\ SHCS horn and

screw nof
included!

89007
Servo horn
(recommended)




22 Electronics Build - Bag I - Step 3
Follow steps below to properly install Z
bend wire into servo horn and steering link.

NOTE: Hole choice may vary depending on
servo and servo horn used.

#4 aluminum
washer

1) Press down onthe 2)Rotate the wire so he Z bendwireis
Z bend wire.... fully installed into steering link as shown.
4-40x 1/2

TIP: Chamfering the top FHCS

of the hole slightly will help
to pressin Z bend wire.

s Electronics Build - Bag I - Step 4

Receiver not ESC nof
included! \ included!

Install Z bend servo wire
into steering bellcrank
as shown. Ensure that
full steering throw can

be achieved with your
servo horn setup!

Space collars as
wide as possible Servo fape
while still clamping
both wires.

22 Electronics Build - Bag/ I - Step 5

Gear cover
and plug
Motor not
included!

31531 343
/ v 3 x 6mm
Pinion not BHCS px2j
included! 4-40 x 3/16
BHCS




22 Electronics Build - Bag I - Step 6

Battery nof
included! — ———

Body clip

:: Wheels / Tires and Body. - Bag J - Step 1

TIP: For faster motors, it is recommended 6395

to glue the tire bead to the wheels!
Jay Halsey Jay Halsey
front wheels, front wheels,

00\3\\ Chrome Chrome
58052

Plain nut

Pro Tip!
Front tires may fit tight é Do not
on the front wheels. 1 overtighten
Use a drop of water to S wheel screws!
lubricate the tire bead
px S}

during installation. RC10 front WS/"
Build 2 knobby tire SHCS

22 Wheels / Tires and Body. - Bag J - Step 2

TIP: For faster motors, it is recommended
to glue the tire bead to the wheels! RC10 rear

wheel,

Chrome
Do not

' overtighten
\ / wheel screws!
Use optional e ‘ 4-40 x 5/16

wheel insert for ,
aftermarket \ ! i SHCS
vintage tires! )N

RC10

rear fire RCT10 rear

wheel, . >
Chrome Bl" ’ d 2




:: Wheels / Tires and Body - Bag J - Step 3

Oilite bushing
3/16 x 3/8x 1/8

4-40
Build left and right sides! locknut

8-32 steel
locknut

Build Ieft and right sides!

:: Wheels / Tires and Body. - Bag' J - Step 4
Painting Tips:

Your RC10 Kit comes with a clear polycarbonate body and wing.

You will need to prep the body and wing before you can paint
them. Wash the inside thoroughly with warm water and liquid
detergent. Dry the body and wing using a clean, soft, lint-free
cloth. Use high quality masking tape to make masks for the
windows and install them on the inside of the body

(RC cars get painted from the inside).

Using high quality masking tape, apply tape to the inside of the
body to create a design. Spray (either rattle can or airbrush RC
specific paint) the paint to the inside of the body

(prefferably dark colors first, lighter colors last).

NOTE: use ONLY paint that is recommended for use with
(polycarbonate) plastics. If you do not, you can destroy the
plastic body and wing!!!!].

It is recommended to wear a mask while painting.

After the paint has dried, cut the body and wing along the trim
lines. Make sure to drill or use a body reamer to make the holes
for the body mounts, wing mounts, and antennal!

RC10 Protech
Buggy body,
vnpainfed

:2 Wheels / Tires and Body - Bag' J - Step' 5
Light Buckets:

Press the light bucket halves togethenr
Install light buckets with 2-56 x 3/ 16 SHCS in areas shown.

Light
buckets 2-56 x 3/16
SHCS

Mount the light buckets in any
location of your choosing, or not at all.




:: Wheels / Tires and Body - Bag' J - Step 6

Painting Tips:
\E(Jf‘ive;é:/lo e I RC10 driver
our it comes with a clear o
polycarbonate driver figure. You will need to prep flgure, clear
the driver figure before you can paint it. Wash
the inside and outside thoroughly with warm
water and liquid detergent. Dry the driver figure
using a clean, soft, lint-free cloth. The driver
figure can be painted from the inside or the
outside, depending on what type of finish you
would like. If painted from the inside, the painted
sections will appear glossy. If painted on the
outside, the painted sections will appear flat or
matte finished. Trim as shown and install inside
the body using strapping tape. After painting,
cut the body and wing along the trim lines.

NOTE: use ONLY paint that is recommended for
use with (polycarbonate) plastics. If you don’t, you
can destroy the plastic body, driver figure, and

RC10
Decal Sheet

:2 Wheels / Tires and Body - Bag' J - Step. 8
6159

Wing Wing mount
mounts ‘ wire




22 Wheels / Tires and Body.- Bag' J - Step'9.

TIP: Bending the
wire as shown can
help ensure the wing
buttons are parallel.

TIP: Bend wire to
create tight fit inside
wing tubes.




FIND IT ON ASSOCIATEDELECTRICS.COM

SETUP SHEETS
CARS & TRUCKS S MANGALS A-TEAM APPS

WEB APPS

Vehicle Spare Parts Setups and Manuals Tuning Guides & Tips
GO TO: GO TO: GO TO:
AssociatedElectrics.com mp AssociatedElectrics.com mp AssociatedElectrics.com mp
Team Associated tab =) Team Associated tab mp Support mp
Cars & Trucks mp Manuals & Setups mp A-Team Apps
Scroll to your vehicle mp Scroll to your vehide

Parts & Accessories link

ASSOGIATED ELEGTRICS

Since 1964

Associated Electrics, Inc.
21062 Bake Parkway Lake Forest, CA 92630 USA

call: (949) 544-7500 - fax: (949) 544-7501

Check out the following web sites for all of our kits, current products,
new releases, setup help, tips, and racing info!

www.AssociatedElectrics.com

TeamAssociated @TeamAssociatedRC @Team_Associated ..

Reedvpower @Reedvpower @ReedyPower @ASSDCiatEd_Electrics
ElementRC @Element_RC
Factory Team @FactoryTeam_RC




