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:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 5- Step 5

:: :: Shocks Build Shocks Build - Bag G - Step 6

:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 7- Step 7

4-40 x 3/8
SHCS

6639
RC10 shock 

collar
Front shock 

spring, silver 
(3.85lb)

Rear shock 
spring, silver 

(2.10lb)

6639
RC10 

spring cup

Build left and right sides!

Front: 
6.5mm

Rear: 
0mm

Build two front and two rear!

Build left and right sides!

#4 aluminum
washer

RC10 shock 
bushing

4-40
locknut

RC10 shock 
bushing

4-40 x 3/4
SHCS

4-40 x 3/4
SHCS

4-40
locknut

#4 aluminum
washer
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:: :: Electronics Build Electronics Build - - Bag I Bag I - Step 1- Step 1

:: :: Electronics Build Electronics Build - - Bag I Bag I - Step 2- Step 2

:: :: Chassis Build Chassis Build - Bag H - Bag H - Step 1- Step 1

Align Z-bend wires so 
that the set screw 
tightens down on 

both wires at once!

!

Z bend 
servo wire

1/8 set 
collar 

x2x2

x2x2

4-40 x 1/8
set screw

x2x2

#1596

thread lock

Wires may need to be 
bent slightly to clear 

some servos, depending 
on configuration!

!

Servo not 
included!

Servo 
horn and 
screw not 
included!

4-40 x 3/8
SHCS

89007
Servo horn

(recommended) 

#4 aluminum 
washer 

7811
RC10 

servo mounts
x4x4

x4x4

x2x2

Build left and right sides!

7811
RC10 

antenna 
mount

4-40 x 3/8
FHCS

6338
Antenna tube 

and cap
4-40 x 1/2

SHCS w/hole

7811
RC10 battery 
cup and strap

#4 aluminum
washer

x2x2

x2x2
4-40 x 3/8

FHCS
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:: :: Electronics Build Electronics Build - - Bag I Bag I - Step 3- Step 3

:: :: Electronics Build - Electronics Build - Bag I Bag I - Step 4- Step 4

:: :: Electronics Build Electronics Build - - Bag I Bag I - Step 5- Step 5

Follow steps below to properly install Z 
bend wire into servo horn and steering link.

NOTE:  Hole choice may vary depending on 
servo and servo horn used.

1) Press down on the 
Z bend wire....

2) Rotate the wire so the Z bend wire is 
fully installed into steering link as shown.

TIP: Chamfering the top 
of the hole slightly will help 

to press in Z bend wire.

!

4-40 x 1/2
FHCS

x2x2

Install Z bend servo wire 
into steering bellcrank 
as shown.  Ensure that 
full steering throw can 
be achieved with your 

servo horn setup!

Space collars as 
wide as possible 

while still clamping 
both wires.

!

!

ESC not 
included!

Receiver not 
included!

6727
Servo 
tape

x2x2

31531
3 x 6mm

BHCS

6608
Gear cover 
and plug

x2x2

Motor not 
included!

Pinion not 
included!  4-40 x 3/16

BHCS

x2x2
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8-32 steel 
locknut

x2x2

:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag J Bag J - Step 2- Step 2

:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag J Bag J - Step 1- Step 1

:: :: Electronics Build Electronics Build - - Bag I Bag I - Step 6- Step 6

Build 2

Build 2

Pro Tip!
Front tires may fit tight 

on the front wheels.  
Use a drop of water to 
lubricate the tire bead 

during installation.

!
Pro Tip!

Front tires may fit tight 
on the front wheels.  

Use a drop of water to 

!

6822
 RC10 

rear tire
2.0”

6806
 RC10 rear 

wheel
2.0”

6852
Front wheels,

1 Piece

6872
Front Tire,

Ribbed

Flanged Bearing
3/16 x 3/8 x 1/8

x2

6332
Body clip

Battery not 
included!

6852
Front wheels,

1 Piece

x2x2

4-40 
locknut
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:: Wheels / Tires and Body:: Wheels / Tires and Body  - - Bag J Bag J - Step 3- Step 3

:: Wheels / Tires and Body:: Wheels / Tires and Body  - - Bag J Bag J - Step 5- Step 5

:: Wheels / Tires and Body:: Wheels / Tires and Body  - - Bag J Bag J - Step 4- Step 4

Painting Tips:

Your RC10 Kit comes with a clear polycarbonate body and wing. 
You will need to prep the body and wing before you can paint 
them.  Wash the inside thoroughly with warm water and liquid 
detergent. Dry the body and wing using a clean, soft, lint-free 
cloth.  Use high quality masking tape to make masks for the 
windows and install them on the inside of the body 
(RC cars get painted from the inside).  
Using high quality masking tape, apply tape to the inside of the 
body to create a design. Spray (either rattle can or airbrush R/C 
specific paint) the paint to the inside of the body 
(prefferably dark colors first, lighter colors last).  

NOTE: use ONLY paint that is recommended for use with 
(polycarbonate) plastics.  If you do not, you can destroy the 
plastic body and wing!!!!).  
It is recommended to wear a mask while painting.

After the paint has dried, cut the body and wing along the trim 
lines. Make sure to drill or use a body reamer to make the holes 
for the body mounts, wing mounts, and antenna!

Light Buckets:

Press the light bucket halves together.  
Install light buckets with 2-56 x 3/16 SHCS in areas shown. 

6639
Light 

buckets 2-56 x 3/16
SHCS

6173
RC10 

Protech II body, 
unpainted 

x4x4

Mount the light buckets in any 
location of your choosing, or not at all.

!

Painting Tips:
Driver :	
Your RC10 Kit comes with a clear 
polycarbonate driver figure.  You will need to prep 
the driver figure before you can paint it.  Wash 
the inside and outside thoroughly with warm 
water and liquid detergent.  Dry the driver figure 
using a clean, soft, lint-free cloth.  The driver 
figure can be painted from the inside or the 
outside, depending on what type of finish you 
would like.  If painted from the inside, the painted 
sections will appear glossy.  If painted on the 
outside, the painted sections will appear flat or 
matte finished.  Trim as shown and install inside 
the body using strapping tape.  After painting, 
cut the body and wing along the trim lines. 

NOTE: use ONLY paint that is recommended for 
use with (polycarbonate) plastics.  If you don’t, you 
can destroy the plastic body, driver figure, and 
wing!!!!.

RC10 driver 
figure, clear 
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:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag J Bag J - Step 6- Step 6

:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag J Bag J - Step 7- Step 7

:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag J Bag J - Step 8- Step 8

TIP: Bending the 
wire as shown can 

help ensure the wing 
buttons are parallel.!

6159
Wing, Clear

x2x26639
Wing 

mounts

Wing mount 
wire 

6332
Body 
clip

6332
Body 
clip

6173
RC10  

Protech II 
body, clear

4-40 x 1/8
set screw

x2x2
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:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag J Bag J - Step 9- Step 9

TIP: Bend wire to 
create tight fit inside 

wing tubes.!
TIP: Bend wire to 

create tight fit inside 
wing tubes.!




